City of Edina

February 9, 2009

Neighborhood Informational
Meeting

South Garden Estates
BA-358
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[ia= CITY OF EDINA Input Opportunities

PURPOSE OF MEETING IS TO INFORM
AND TO GATHER PUBLIC INPUT FROM
YOU

» Use Post-it notes and place on map
* Fill out comment cards

e Tell us/Phone us

e Write/Email us

e Speak at Public Hearing
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Neighborhood Road Construction

Issues:
Why reconstruct?
What do we look at ....options.

Who funds the projects?



AGE OF ROADWAYS ., ‘+

> 35 YEARS
< 35 YEARS B o




Why Reconstruct?

Older pavement too brittle
Too costly to:

Patch, fill cracks, and seal coat
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Note/Disclaimer

The dates shown on the map represent the anticipated years of construction and are subject to change based on budgetary issues, adiacent projects, resident input and other factors
Not all bituminous roadways within the City are shawn. If a road is not highlighted then the potential reconstruction date is beyond the City's long term planning process

The City of Edina's street improvement policy is to assess residents for a portion of the roadway reconstruction costs. Public utility improvemerts are paid for from the City's wtiity fund

Extensive evaluation regarding the condition of the bituminous pavement, sanitary sewer, storm sewer and water main were Used to set the priority of roadway improvements

This map only addresses local bituminous streets and does not address State-Aid routes or concrete streets within the City.




[ia= CITY OF EDINA Funding

Local Roadways assessed at 100%

General Fund Street Maintenance
budget ($3,200,000) currently covers:
—Seal-coating
—Patching
—-Snhow Removal
—Street Sweeping



E. CITY OF EDINA Fundlng
pe (continued)

*Assessments do not include:
—Curb and gutter — new or replacement
—Storm sewer costs
—Sanitary sewer costs
—Watermain costs



Options

Staff analyzes the followinq:

 Road replacement

o Add curb & gutter if it doesn’t exist

Utility improvements

Street lighting

Sidewalks

Potential burying of overhead utilities (if
requested)
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CITY OF EDINA

Utility
Analysis

-Watermain
-Sanitary Sewer

® Sewer Blockage

® Watermain & Service Breaks January, 2005
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Typical Process

* Initiation of improvement project by Councll
(staff) or by petition.

* Public Open House to inform residents of project
and to take comments and input.

e Ten days notice is sent to affected property
owners and legal notice is placed in paper
(Edina Sun) prior to Public Hearing.

» Feasibility Report prepared and accepted by
Council.

e Conduct Public Hearing to order the project.



Typical Process
(continued)

* Ordering of improvement project requires a
majority of Council if petitioned by residents
(normally 3 of 5 Council votes if >35%
signatures of assessed properties) or4 of5
Council votes If project is not initiated by
residents (or lacking 35% signatures).

* Levy of special assessments is typically
held at the completion of the project through
a Final Assessment Hearing.



Assessments

Interest Rate:

» Typically 5.5% to 7.5%
Based on: 10 year AAA bond

rate plus 2%

e Payback Period:

up to 10 years



Assessments
(continued)
Prepay :

e Partial pay:
25% minimum
e Senior Deferral:

65 plus min. income level
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Project Area



Plan View



Project History

* Project initiated by staff.

 Roadway and utilities originally
constructed in the 1950'’s.

 Roadway approaching end of life cycle.

 Normal maintenance performed on
roadway.

 Typical life of roadway varies (~35 years).

e Rainwater drainage Issues.



Limited curb and gutter in
neighborhood

Existing roadway width
varies from 28 to 31 ft

Existing Conditions




Existing Conditions

(continued)
Landscaping in
boulevard.
Varied driveway types.
Drainage issues.
Aging lighting system.




Project Issues

Issues/concerns we do__ know about:
» Rainwater drainage issues.
» Curb and gutter, decorative lighting, sidewalks.
* Irrigation systems and pet containment fences.
» Landscaping placed in boulevard.
» Cost of project.
 Inconvenience (e.g. access, dust, noise,

periods of no water service, etc.)

Issues/concerns we don’'t know about?
» Please forward comments to us. Let us know.
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Project Scope

Center entrance islands at
-West Shore Drive
-Wooddale Avenue

New hydrants

Sanitary sewer repairs and
replacements

Storm sewer repairs and
upgrades

New sump pump drain



Project Scope
(continued)

 Roadway width to
remain approximately
the same width

« B618 concrete curb and
gutter along all streets
without curb

« Concrete driveway
aprons




Project Scope
(continued)

Optional Concrete Optional Decorative
Sidewalks Street Lighting
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Assessment History



Assessment History



Assessment History



Assessment Methodology

Neighborhood reconstruction:
« Based on residential equivalent unit (REU)
e Single family home is 1 REU
» Adjacent properties with side yards are
assessed 1/3 REU
(Based on address of property).



Proposed Assessment

e Preliminary Estimated Assessment
Is not final — will be adjusted based
on final construction cost.

e $11,500 to 13,500 per residential
equivalent unit.

-$3,800 to 4,500 per 1/3 REU




Preliminary
Assessments
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Anticipated Project Schedule

Informational Meeting /Open House.....Feb 9, 2009

Council Orders Public Hearing ........... Feb 17, 2009
Feasibility Report/Public Hearing........ Mar 17, 2009
BidOpening ..........c. i, April 2009
Award Contract ...... ..o, May 2009
Begin Construction.............. ..coeeeenn.. Spring 2009
Complete Construction.......... ........cooeeeee. Fall 2009

Final Assessment Hearing.................. ..2009/2010



Questions?

Comments?



